
WHEELS: 1-15/16" dia. prelubricated
ball bearing wheel with hardened 
raceway.  Aluminum wheel capacity is 
25 lbs. per wheel;  zinc-plated wheel
capacity is 50 lbs. per wheel.

AXLES: 1/4" dia. galvanized steel 
bolt-type axle and lock nut.

FRAMES: Formed  heat-treated 
aluminum channel 2-1/2" x 1" x 1/8";
formed galvanized steel channel 
2-1/2" x 1" x 12 ga. 

COUPLINGS: Hook and rod; hooks on
one end and rod ("stud") other end.

FRAME CAPACITY:  Aluminum 160 lbs.
max. distributed live load per 10' section
or 750 lbs. per 5' section; galv. steel 350
lbs. max. distributed live load per 10'
section, or 1300 lbs. per 5' section.

RADIUS (CURVES): 4' outside radius.
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MODEL WA/WS
GRAVITY WHEEL CONVEYOR
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® 24 hour shipment

OUTSIDE
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 DEGREE DEGREE
OF CURVEOF CURVE

NOTE: Model WA & WAC wheel conveyor includes aluminum frame and
aluminum wheels; model WS & WSC includes galvanized steel frame and
zinc-plated wheels.

24 HOUR SHIPMENTS INCLUDE ALL 1-FOOT INCREMENTS 1'-0" TO 10'-0" ON STRAIGHT SECTIONS

For replacement
wheels, refer to
part #BRW04600
for zinc plated or
#BRW04610 for
aluminum.

STRAIGHT SECTION MODEL NUMBER

(aluminum or galv. steel*)-(overall width)-
(wheels per foot)-(length)

*Specify WA for aluminum frame; WS for galv. steel.

WWA - 2 4 - 2 0 - 1 0A - 2 4 - 2 0 - 1 0

CURVED SECTION MODEL NUMBER

(aluminum or galv. steel*)-(overall width)-(degree)
*Specify WAC for aluminum frame; WSC for galv. steel.

W S C - 2 4 - 9 0W S C - 2 4 - 9 0
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Prevent pinch points that exist when gravity conveyors are permanently attached to
power conveyors and other equipment!


